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ROADWAY LIGHTING POLE
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SEE LIGHT POLE
FOUNDATION DETAIL

AND NOTE 1.
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120V, 250W, ROADWAY LIGHT FIXTURE.
HPS LAMP WITH 120V PHOTO CELL,
HIGH POWER FACTOR QUAD TAP BALLAST.

6'—0" FIXTURE ARM

(E) GUARD RAIL
. /

~a+——————— GUARD RAIL

/— A/C PAVING

NOTES:

1. THE POLE MOUNTING DETAIL SHOWN IS TYPICAL WITH MiNIMUM
REQUIREMENTS. THE POLE FOUNDATION SHALL BE COORDINATED
WITH THE ACTUAL POLE BASE SUPPORTS FURNISHED ON THE
PROJECT. THE FOUNDATION SIZE MAY GET INCREASED BASED
ON SHOP DRAWING SUBMITTAL FROM THE CONSTRUCTION
CONTRACTOR.

2. THE UNDERGROUND PORTION OF THE CONDUIT SHALL BE
TAPE WRAPPED TO 3—INCHES ABOVE THE FINISHED GRADE.
PVC JACKETED RIGID STEEL CONDUIT CAN BE USED IN LIEU

OF THE WRAPPED GRS CONDUIT.
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